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C2.0

DEMOLITION PLAN

1 INCH = 30 FEET

GRAPHIC SCALE

0
3030 15

DEMOLITION NOTES:

1. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION, REMOVAL AND DISPOSAL OF ALL

MATERIALS.

2. ALL CITY, STATE, AND FEDERAL CODES, LAWS, AND ORDINANCES SHALL BE FOLLOWED.

3. CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL UTILITIES TO THE BUILDING BEFORE

START OF DEMOLITION.

4. CONTRACTOR TO GIVE APPROPRIATE NOTICE TO ALL AGENCIES PRIOR TO DEMOLITION.

5. CONTRACTOR TO PROVIDE BARRICADES AND COORDINATE WITH CITY & STATE ON ALL

TRAFFIC CONTROL REQUIREMENTS.

6. PROVIDE TREE PROTECTION FOR ALL TREES ON OR JUST OUTSIDE THE PROPERTY

LINE.

7. CONTRACTOR TO CONTACT CITY PUBLIC SERVICES & UTILITY COMPANIES IF ANY

EXISTING ON-SITE UTILITIES ARE TO BE REMOVED.

8. PROTECT ALL EXISTING UNDERGROUND & ABOVE GROUND UTILITIES DURING

DEMOLITION PROCESS EXCEPT AS IT IS SHOWN TO BE REMOVED BY THIS PLAN.

9. THE CONTRACTOR SHALL PROVIDE DUST PROTECTION DURING CONSTRUCTION.  ALL

TRASH AND DEBRIS SHALL BE PICKED UP AT ALL TIMES.  COMMERCIAL CONSTRUCTION

DEBRIS/SOLID WASTE HAULER PERMIT REQUIRED.

10. THE SAWCUT LINES SHOWN ARE FOR GENERAL REPRESENTATION ONLY AND MAY

VARY DEPENDING ON EXISTING FIELD CONDITIONS OF PAVEMENT JOINTS.  .

L E G E N D

SAWCUT LINE

LIMIT OF ON-SITE DEMOLITION

AREA OF TxDOT  DEMOLITION

THESE PLANS ARE INSTRUMENTS OF

PR OF ES SI ON AL  S ERV I CE  AN D A RE

P R O T E C T E D  B Y  C O M M O N  L A W ,

STATUTORY AND OTHER RESERVED

RIGHTS INCLUDING COPYRIGHT. THEY

MAY NOT BE REPRODUCED OR USED FOR

ANY PURPOSE WITHOUT THE WRITTEN

CONSENT OF THE DIMENSION GROUP.

SHEET

MOTEL 6

110 WEST AIRPORT FREEWAY

EULESS, TEXAS 76039

ARCHITECTURE  CIVIL ENGINEERING  MEP ENGINEERING

10755 SANDHILL ROAD, DALLAS, TEXAS 75238

TEL: 214-343-9400    www.dimensiongrp.com

CAUTION NOTICE TO CONTRACTORS

         THE CONTRACTOR IS SPECIFICALLY CAUTIONED

   THAT THE LOCATION AND / OR ELEVATION OF

   THE EXISTING UTILITIES AS SHOWN ON THESE

              PLANS IS BASED ON RECORDS OF THE VARIOUS

UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.  THE

CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO

REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES. IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR TO RELOCATED ALL EXISTING UTILITIES

WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.

R

CASE NO. 18-08-SUP

EULESS CONTROL MONUMENT E20

3-1/4 INCH DOMED BRASS DISK ON TOP OF A CONCRETE INLET AND WITNESS BY

AN ORANGE FIBERGLASS STAKE ON THE SOUTHWEST CORNER OF STATE

HIGHWAY 10 (EULESS BLVD - EAST BOUND LANE) & SOUTH MAIN STREET.

ELEVATION = 588.774'

EULESS CONTROL MONUMENT E13

3-1/4 INCH DOMED BRASS DISK SET ON TOP OF A CONCRETE INLET BY AN

ORANGE FIBERGLASS STAKE  ON THE SOUTHWEST CORNER OF AIRPORT

FREEWAY (EASTBOUND SERVICE RD) AND HIGHWAY 157 (INDUSTRIAL BLVD).

ELEVATION = 550.491'
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Fuller Addition

Plat Rec. Vol. 388-11, Page 4

1

Now or Formerly:

David V. & Cindy L. Eteaki, Etux

Volume 10624 Page 2032

APN: 14890--1

Observed Use: Residential

2

Now or Formerly:

Sarah S. Chandler

Volume 12219 Page 1355

APN: 14890--2

Use: Residential

3

Now or Formerly:

Jack D. Klaus, Jr. & Patricia K. Klaus

Volume 7148 Page 1916

APN: 14890--3

Use: Residential

4

Now or Formerly:

Bruce G. Kryzer II

Instrument # D204398771

APN: 14890--4-10

Use: Residential

5

Now or Formerly:

Rodney & Tina Moser, Etux

Instrument # D207030257

APN: 14890--5

Use: Residential

6

Now or Formerly:

James Richard Albright

Volume 14117 Page 275

APN: 14890--6A-A

Use: Residential

7-R

Now or Formerly:

Hoodbro Enterprises, Inc.

Instrument # D204238336

APN: 14890--7R

Use: Commercial

8

Now or Formerly:

Michael & Linda Hill

Instrument # D207073565

APN: 14890--8-71

Use: Commercial

N

8
2
°
5
4
'1

2
"
E

 
 
1
4
3
.
1
5
'

N

7

9

°
3

3

'
5

3

"
E

 
 
2

0

5

.
9

3

'

R=3036.17

L=127.18

CB=S77°44'20"W

C=127.17

N

7

6

°

5

6

'
0

7

"
E

1

3

.
0

5

'

R=3039.79'

L=490.48'

CB=S81°22'42"W

C=489.94'

S
.
 
H

.
 
 
1
8
3
 
(
 
W

.
 
A

I
R

P
O

R

T
 
F

R

E
E

W

A
Y

 
)

N
.
 
B

Y
E

R
S

 
 
S

T
R

E
E

T

(
 
5
0
'
 
 
W

I
D

T
H

 
 
R

.
O

.
W

.
 
)

8

3

5

13 5

10

9

5

5

4

4

30

4

4

1

2

1

5

4

3

1

1

6

7

7

7

7

8

8

9

9

9

8

8

8

10

11

12

12

5

3
3

3

3

3

3

3

15

15

15

15

15

15

15

15

15

15

15

15

15

14

13

VICINITY MAP

N.T.S.

APPLICANT/ENGINEER

THE DIMENSION GROUP

TBPE FIRM # F-8396

10755 SANDHILL ROAD

DALLAS, TEXAS  75238

CONTACT: SHERRELLE R. DIGGS, P.E.

TEL:(214) 343-9400

C3.0

SITE  PLAN

1 INCH = 30 FEET

GRAPHIC SCALE

0
3030 15

SITE PLAN KEYNOTES:

CONSTRUCT 6" CURB & GUTTER

CONSTRUCT 6" CONCRETE PAVEMENT SECTION (REF: GEOTECH)

NEW 4" WHITE PAVEMENT SOLID PARKING STRIPES

CONSTRUCT NEW SCREENING FENCE

NEW 4" CONCRETE SIDEWALK

NEW LANDSCAPE AREA (REF: LANDSCAPE PLAN)

EXISTING SERVICE ROAD EDGE OF PAVEMENT

FUTURE TxDOT SERVICE ROAD EDGE OF PAVEMENT

FUTURE 5' WIDE TxDOT SIDEWALK

NEW RAILING AROUND SWIMMING POOL

NEW METAL GATE & FENCE TO ALIGN AND MATCH EXISTING AND PRIVATE KNOX BOX ON GATE

NEW ENTRY CANOPY

INSTALL HANDICAP VAN AND CAR SIGN (RE: A.D.A. PLAN)

HANDICAP VAN PARKING

STANDARD AREA LIGHT POLE (RE: PHOTOMETRIC PLAN)

1

3

4

5

VICINITY MAP

N.T.S.

2

GENERAL NOTES

1.  THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR HIS MEANS AND

METHODS OF CONSTRUCTION, JOB SITE CONDITIONS AND JOB SITE SAFETY, INCLUDING SAFETY OF ALL

PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO

WORKING HOURS. THE CONTRACTOR SHALL SAVE, PROTECT, INDEMNIFY DEFEND AND HOLD HARMLESS

THE OWNER, THE ARCHITECT AND THE ENGINEER FROM ANY CLAIM OF LIABILITY, REAL OR ALLEGED,

ARISING OUT OF THE PERFORMANCE OF ANY WORK ON THIS PROJECT. THE CONTRACTOR SHALL NAME

THE OWNER, THE ARCHITECT AND THE ENGINEER AS "ADDITIONAL INSURED" ON HIS INSURANCE

POLICIES.

2.  EXISTING ABOVE GROUND UTILITIES HAVE BEEN SHOWN BASED ON INFORMATION SHOWN ON A SURVEY

OF THE PROPERTY. UNDERGROUND UTILITIES ARE SHOWN BASED ON RECORDED DATA AND MAY NOT

BE COMPLETE OR EXACT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE LOCATIONS

AND DEPTHS OF ALL ABOVE GROUND AND UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION.  THE

CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE TO EXISTING ABOVE GROUND OR UNDERGROUND

UTILITIES, INCLUDING THOSE NOT SHOWN ON THE PLANS. THE CONTRACTOR IS ADVISED TO CONTACT

THE CITY AND ALL FRANCHISE UTILITY COMPANIES, EASEMENT  HOLDERS, ETC. AT LEAST 48 HOURS

PRIOR TO BEGINNING EXCAVATION IN THE VICINITY OF ANY UNDERGROUND UTILITY.

3.  THE CONTRACTOR SHALL COMPLY WITH ALL BUILDING CODES AND REGULATIONS, FEDERAL, STATE,

COUNTY, AND CITY SAFETY CODES AND INSPECTION REQUIREMENTS.

4.  THE CONTRACTOR SHALL PROVIDE DUST PROTECTION DURING CONSTRUCTION.  ALL TRASH AND

DEBRIS SHALL BE PICKED UP AT ALL TIMES.  COMMERCIAL CONSTRUCTION DEBRIS/SOLID WASTE

HAULER PERMIT REQUIRED.

MAPSCO 34L

DATA SUMMARY TABLE

ZONING C-2 (COMMERCIAL)

PROPOSED USE MOTEL

LOT AREA (GROSS AREA) 79,860 S.F. (1.833 ACRES)

LOT AREA (NET AREA AFTER R.O.W. TAKING) 78,365 S.F. (1.684 ACRES)

BUILDING SQUARE FOOTAGE 11,950 S.F.

LOT COVERAGE 15.25%

BUILDING HEIGHT 21'-0"

TOTAL IMPERVIOUS SURFACE 74,258 S.F. OR 95%

PARKING REQUIRED 93 SPACES [ 1 / PER UNIT. ]

PARKING PROVIDED 105 SPACES

HANDICAP PARKING REQUIRED 5 SPACES

HANDICAP PARKING PROVIDED 7 SPACES

LANDSCAPING AREA PROVIDED 4,810 S.F. OR 15%

OWNER/DEVELOPER

MOTEL 6 OPERATING LP

4001 INTERNATIONAL PARKWAY

CARROLLTON, TEXAS 75077

CONTACT: JONATHAN BATEMAN

TEL: (972) 360-2726
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NOTE:

APPROVAL OF THE SITE PLAN DOES NOT SPECIFICALLY APPROVE ANY SIGN LOCATIONS OR

DIMENSIONS AS WELL AS ANY IRRIGATION PLANS. SEPARATE PERMITS WILL BE REQUIRED FOR

ALL SIGNAGE AND IRRIGATION PLANS.

THESE PLANS ARE INSTRUMENTS OF

PR OF ES SI ON AL  S ERV I CE  AN D A RE

P R O T E C T E D  B Y  C O M M O N  L A W ,

STATUTORY AND OTHER RESERVED

RIGHTS INCLUDING COPYRIGHT. THEY

MAY NOT BE REPRODUCED OR USED FOR

ANY PURPOSE WITHOUT THE WRITTEN

CONSENT OF THE DIMENSION GROUP.

SHEET

MOTEL 6

110 WEST AIRPORT FREEWAY

EULESS, TEXAS 76039

ARCHITECTURE  CIVIL ENGINEERING  MEP ENGINEERING

10755 SANDHILL ROAD, DALLAS, TEXAS 75238

TEL: 214-343-9400    www.dimensiongrp.com

CAUTION NOTICE TO CONTRACTORS

         THE CONTRACTOR IS SPECIFICALLY CAUTIONED

   THAT THE LOCATION AND / OR ELEVATION OF

   THE EXISTING UTILITIES AS SHOWN ON THESE

              PLANS IS BASED ON RECORDS OF THE VARIOUS

UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.  THE

CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO

REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES. IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR TO RELOCATED ALL EXISTING UTILITIES

WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.
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LEGEND

PROPOSED EXPANSION JOINT

PROPOSED PAVEMENT SAW CUT

C6.0

PAVING PLAN

1 INCH = 30 FEET

GRAPHIC SCALE

0
3030 15

PAVING NOTES

1. ALL CONCRETE PAVEMENT TO BE AS FOLLOWS:

PARKING AREA 6" THICK CLASS "C" CONCRETE. PAVEMENT 4200 P.S.I.  #4 REBAR @ 18" O.C. EACH WAY

PAVEMENT W/6" STABILIZED SUBGRADE

REPLACEMENT

PARKING AREA 2" THICK HMAC TYPE "D" OVERLAY OVER EXISTING PARKING AREAS

REMAINDER

 

SIDEWALK AREA 4" THICK CLASS "A" CONCRETE PAVEMENT  3500 P.S.I.  #3 REBAR @ 18" O.C. EACH WAY

W/6" COMPACTED SUB-GRADE

2. REINFORCED PORTLAND CEMENT CONCRETE PAVEMENT SHOULD CONSIST OF PORTLAND CEMENT CONCRETE

HAVING A 28-DAY COMPRESSIVE STRENGTH AS STATED ABOVE. THE MIX SHOULD BE DESIGNED IN

ACCORDANCE WITH THE A.C.I. CODE 318 USING 3 TO 6 PERCENT AIR ENTRAINMENT.

3. ALL REINFORCEMENT SHALL BE MINIMUM GRADE 60 IN ACCORDANCE WITH A.S.T.M. A-615. PLACE ALL

REINFORCING BARS ON PLASTIC CHAIRS TO POSITION THE STEEL AT APPROXIMATELY MID POINT IN THE SLAB.

OTHER TYPES OF SUPPORT (ROCKS, BRICKS, ETC.) ARE NOT ALLOWED.

4. SAWED CONTROL JOINTS SHALL BE PLACED AT 15' MAX. SPACING OR AS SHOWN ON THE PLAN. CONTROL

JOINTS SHALL BE SAWED WITHIN 3 HOURS AFTER PLACING CONCRETE. JOINTS SHALL BE PROPERLY CLEANED

AND SEALED AS SOON AS POSSIBLE AFTER JOINTS ARE CUT.

5. EXPANSION JOINT SPACING TO BE A MAXIMUM OF 60 FEET. CONTROL JOINTS FORMED BY SAWING ARE

RECOMMENDED EVERY 12 TO 15 FEET IN BOTH LONGITUDINAL AND TRANSVERSE DIRECTION.

6. ALL PAVEMENTS, SIDEWALKS AND AREA PAVEMENTS SHALL HAVE A MEDIUM BROOM FINISH.

7. THE CONTRACTOR IS REQUIRED TO PROVIDE HIS OWN STAKING AND TO VERIFY PROJECT ELEVATIONS.

"MATCH EXISTING" SHALL BE UNDERSTOOD TO APPLY TO BOTH VERTICAL ELEVATION AND HORIZONTAL

ALIGNMENT.

8. ANY EXISTING SITE IMPROVEMENTS OR UTILITIES REMOVED, DAMAGED OR UNDERCUT BY THE CONTRACTOR'S

OPERATIONS SHALL BE REPAIRED OR REPLACED AS DIRECTED BY THE OWNER'S REPRESENTATIVE AND AS

APPROVED BY THE OWNER OF SUCH UTILITY. ANY SUCH REPAIR OR REPLACEMENT SHALL BE AT THE

CONTRACTOR'S SOLE EXPENSE.

9.   STANDARD SUB-GRADE COMPACTION IS 98% (95% FOR SIDEWALK) STANDARD PROCTOR DENSITY AT MINUS 2%

TO PLUS 4% OF OPTIMUM MOISTURE TO THE DEPTH SPECIFIED. ALTERNATE ACCEPTABLE SUBSTITUTIONS FOR

SUB-GRADE STABILIZATION WHEN APPROVED BY THE CITY.

EULESS CONTROL MONUMENT E20

3-1/4 INCH DOMED BRASS DISK ON TOP OF A CONCRETE INLET AND WITNESS BY

AN ORANGE FIBERGLASS STAKE ON THE SOUTHWEST CORNER OF STATE

HIGHWAY 10 (EULESS BLVD - EAST BOUND LANE) & SOUTH MAIN STREET.

ELEVATION = 588.774'

EULESS CONTROL MONUMENT E13

3-1/4 INCH DOMED BRASS DISK SET ON TOP OF A CONCRETE INLET BY AN

ORANGE FIBERGLASS STAKE  ON THE SOUTHWEST CORNER OF AIRPORT

FREEWAY (EASTBOUND SERVICE RD) AND HIGHWAY 157 (INDUSTRIAL BLVD).

ELEVATION = 550.491'

THESE PLANS ARE INSTRUMENTS OF

PR OF ES SI ON AL  S ERV I CE  AN D A RE

P R O T E C T E D  B Y  C O M M O N  L A W ,

STATUTORY AND OTHER RESERVED

RIGHTS INCLUDING COPYRIGHT. THEY

MAY NOT BE REPRODUCED OR USED FOR

ANY PURPOSE WITHOUT THE WRITTEN

CONSENT OF THE DIMENSION GROUP.

SHEET

MOTEL 6

110 WEST AIRPORT FREEWAY

EULESS, TEXAS 76039

ARCHITECTURE  CIVIL ENGINEERING  MEP ENGINEERING

10755 SANDHILL ROAD, DALLAS, TEXAS 75238

TEL: 214-343-9400    www.dimensiongrp.com

CAUTION NOTICE TO CONTRACTORS

         THE CONTRACTOR IS SPECIFICALLY CAUTIONED

   THAT THE LOCATION AND / OR ELEVATION OF

   THE EXISTING UTILITIES AS SHOWN ON THESE

              PLANS IS BASED ON RECORDS OF THE VARIOUS

UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.  THE

CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO

REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES. IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR TO RELOCATED ALL EXISTING UTILITIES

WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.
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RIGHTS INCLUDING COPYRIGHT. THEY
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CAUTION NOTICE TO CONTRACTORS

         THE CONTRACTOR IS SPECIFICALLY CAUTIONED

   THAT THE LOCATION AND / OR ELEVATION OF

   THE EXISTING UTILITIES AS SHOWN ON THESE

              PLANS IS BASED ON RECORDS OF THE VARIOUS

UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.  THE

CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO

REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES. IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR TO RELOCATED ALL EXISTING UTILITIES

WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.
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1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS PRIOR TO 
COMMENCEMENT OF WORK AND NOTIFY ARCHITECT OF ANY 
DISCREPANCIES IMMEDIATELY.

ALL DIMENSIONS TO FINISH FACE OR GUIDELINE UNLESS 
OTHERWISE NOTED.

BUILDING ADDRESS MUST BE PROVIDED ON THE BUILDING FRONT 
FACADE AS REQUIRED. RE: 1- A 4.0 

REFERENCE FLOOR PLAN FOR ALL BUILDING DIMS OTHER THAN 
OVERALL DIMENSIONS PROVIDED HERE.

ALL PROTRUDING OBJECTS MUST COMPLY WITH TAS SECTION 
1003.3

PROVIDE TACTILE / BRAILLE EXIT SIGNS AT ALL EXTERIOR DOORS.
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2.

1. G.C. TO PAINT AND POWER WASH & PAINT ALL EXTERIOR WALLS.

G.C. TO PAINT ALL SITE SIGN POLES TO MATCH BUILDING.

GENERAL NOTES

3. G.C. TO PAINT ALL GUTTERS & DOWN POUTS TO MATCH BUILDING.

4. G.C. TO PAINT NEW AND EXISTING DOOR FRAMES TO MATCH 
BUILDING.

5. G.C. TO PAINT ALL GUEST ROOMS.
6. G.C. TO INSTALL NEW ROOF.
7. G.C. TO INSTALL NEW RAILING & GUARDRAIL.

MISCELLANEOUS

A. SEE SHEET A6.0 "WINDOW TYPES" FOR WINDOW ELEVATIONS.

B. SEE SCOPE OF WORK FOR RESPONSIBILITIES.

SEALERS (REFER TO SPECS)

A. SEALANT AT ALL WALL AND ROOF PENETRATIONS.

B. SEALANT AT ALL WINDOW AND DOOR FRAMES AT HEAD AND 
JAMB. DO NOT SEAL SILL AT WINDOWS.

LEGEND

EXISTING STUCCO FINISH. PAINT EPT-1

CLOSE OPENINGS & PAINT, EPT-1

8. REFER TO SHEET A 5-1 FINISH SCHEDULE FOR 
FINISHES.

1 G.C. TO INSTALL NEW HAND & GUARD RAIL.  RE: _A4.0

G.C. TO INSTALL NEW AWNING.

EXISTING STAIRS TO REMAIN. PAINT TO MATCH BUILDING.

G.C. TO INSTALL NEW POOL ENCLOSURE AS SHOWN.

G.C. TO INSTALL NEW WOOD SLAT SYSTEM AT SOFFIT.  
TYP.

G.C. TO CONSTRUCT NEW STAIR ENCLOSURE.  RE: 1/A3.1 
& 2/A3.1

G.C. TO INSTALL NEW STOREFRONT SYSTEM.

G.C. TO INSTALL STANDING SEAM ROOF.  MATCH 
EXISTING PITCH AND HEIGHT.

G.C. TO INSTALL NEW WALLS TO COMPLETELY FILL 
OPENINGS @ EXTERIOR LOCATIONS.  RE: A1.0 / A1.1

G.C. TO INSTALL NEW DOOR. RE: A1.0 / A1.1

G.C. TO INSTALL BUILDING ADDRESS IN NUMBERS THAT 
ARE A MINIMUM OF 8" TALL, OF A COLOR THAT 
CONTRASTS WITH THE BACKGROUND THAT THEY ARE 
MOUNTED ON, AND ARE TO BE ILLUMINATED EITHER BY 
AN INTERNAL OR EXTERNAL SOURCE.
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' -

 0
 1

/2
"

A 8.0
11

A 8.0
9

T.O.SLAB
0' - 0"

2nd FLOOR
8' - 10 1/2"

B.O. ROOF
17' - 4 1/2"

3'
 - 

4"
7'

 - 
9 

1/
2"

0'
 - 

7 
1/

4"
5'

 - 
7 

3/
4"

0' - 6 1/4"

12' - 7 1/2"

0' - 1"

12' - 5 1/2"

0' - 1"

0'
 - 

6 
1/

2"

T.O.SLAB
0' - 0"

T.O. 
STRUCTURE

11' - 5"

11' - 6"

12' - 6"

8" x 6" 
STEEL COLUMN

8" x 6" 
STEEL I-BEAM

8" x 6" TAPERED
STEEL I-BEAM

0'
 - 

8"

0'
 - 

3 
1/

4"

10
' -

 0
 1

/2
"

1'
 - 

4 
1/

2"

1' - 2"

TYP.

2' - 0"

1' - 8 1/2"

CONCRETE BASE
RE: STRUCT

TRANSLUCENT ROOF
RE: MANUFACTURER

T.O.SLAB
0' - 0"

2nd FLOOR
8' - 10 1/2"

B.O. ROOF
17' - 4 1/2"

2.

1. G.C. TO PAINT AND POWER WASH & PAINT ALL EXTERIOR WALLS.

G.C. TO PAINT ALL SITE SIGN POLES TO MATCH BUILDING.

GENERAL NOTES

3. G.C. TO PAINT ALL GUTTERS & DOWN POUTS TO MATCH BUILDING.

4. G.C. TO PAINT NEW AND EXISTING DOOR FRAMES TO MATCH 
BUILDING.

5. G.C. TO PAINT ALL GUEST ROOMS.
6. G.C. TO INSTALL NEW ROOF.
7. G.C. TO INSTALL NEW RAILING & GUARDRAIL.

MISCELLANEOUS

A. SEE SHEET A6.0 "WINDOW TYPES" FOR WINDOW ELEVATIONS.

B. SEE SCOPE OF WORK FOR RESPONSIBILITIES.

SEALERS (REFER TO SPECS)

A. SEALANT AT ALL WALL AND ROOF PENETRATIONS.

B. SEALANT AT ALL WINDOW AND DOOR FRAMES AT HEAD AND 
JAMB. DO NOT SEAL SILL AT WINDOWS.

LEGEND

EXISTING STUCCO FINISH. PAINT EPT-1

CLOSE OPENINGS & PAINT, EPT-1

8. REFER TO SHEET A 5-1 FINISH SCHEDULE FOR 
FINISHES.DEMOLITION LEGEND

EXTERIOR WALL TO BE DEMOLISHED

ROOF & SOFFIT  TO BE DEMOLISHED

D1 G.C. TO COMPLETELY REMOVE EXISTING 
STAIR ENCLOSURE.

G.C. TO DEMOLISH ROOF AT STAIR 
ENCLOSURE.

G.C. TO PATCH & REPAIR BUILDING ROOF
WHERE NECESSARY .

CONCRETE TO BE FILLED, PATCHED, 
REPAIRED 7 LEVELED TO FINISHED 
HEIGHT OF EXISTING SLAB.

DEMOLITION KEYED NOTES

D2

D3

D4

D1

D2

D3

D2

1 G.C. TO INSTALL NEW HAND & GUARD RAIL.  RE: _A4.0

G.C. TO INSTALL NEW AWNING.

EXISTING STAIRS TO REMAIN. PAINT TO MATCH BUILDING.

G.C. TO INSTALL NEW POOL ENCLOSURE AS SHOWN.

G.C. TO INSTALL NEW WOOD SLAT SYSTEM AT SOFFIT.  
TYP.

G.C. TO CONSTRUCT NEW STAIR ENCLOSURE.  RE: 1/A3.1 
& 2/A3.1

G.C. TO INSTALL NEW STOREFRONT SYSTEM.

G.C. TO INSTALL STANDING SEAM ROOF.  MATCH 
EXISTING PITCH AND HEIGHT.

G.C. TO INSTALL NEW WALLS TO COMPLETELY FILL 
OPENINGS @ EXTERIOR LOCATIONS.  RE: A1.0 / A1.1

G.C. TO INSTALL NEW DOOR.  RE: A1.0 / A1.1

KEYED NOTES

2
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3/16" = 1'-0"1 NORTH ELEVATION
3/16" = 1'-0"2 EAST ELEVATION

1/4" = 1'-0"4 EAST ELEVATION @ STAIRCASE
1/4" = 1'-0"5 SOUTH ELEVATION @ STAIRCASE

1/4" = 1'-0"3 AWNING ELEVATION

1/4" = 1'-0"6 DEMO ELEVATION @ STAIRCASE TYP.

No. Description Date
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1

Now or Formerly:

David V. & Cindy L. Eteaki, Etux

Volume 10624 Page 2032

APN: 14890--1

Observed Use: Residential

2

Now or Formerly:

Sarah S. Chandler

Volume 12219 Page 1355

APN: 14890--2

Use: Residential

3

Now or Formerly:

Jack D. Klaus, Jr. & Patricia K. Klaus

Volume 7148 Page 1916

APN: 14890--3

Use: Residential

4

Now or Formerly:

Bruce G. Kryzer II

Instrument # D204398771

APN: 14890--4-10

Use: Residential

5

Now or Formerly:

Rodney & Tina Moser, Etux

Instrument # D207030257

APN: 14890--5

Use: Residential

6

Now or Formerly:

James Richard Albright

Volume 14117 Page 275

APN: 14890--6A-A

Use: Residential

7-R

Now or Formerly:

Hoodbro Enterprises, Inc.

Instrument # D204238336

APN: 14890--7R

Use: Commercial

8

Now or Formerly:

Michael & Linda Hill

Instrument # D207073565

APN: 14890--8-71

Use: Commercial
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SOLID SOD BERMUDA GRASS
TYPICAL FOR ALL TURF AREAS

SOLID SOD
BERMUDA GRASS

REPAIR TURF ALONG R.O.W AT THAT IS DAMAGED
DUE TO CONSTRUCTION AS NEEDED

REPAIR TURF ALONG R.O.W AT THAT IS DAMAGED
DUE TO CONSTRUCTION AS NEEDEDAJ
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SOLID SOD NOTES

LANDSCAPE NOTES

1 FINE GRADE AREAS TO ACHIEVE FINAL CONTOURS INDICATED.
LEAVE AREAS TO RECEIVE TOPSOIL 3" BELOW FINAL DESIRED 
GRADE IN PLANTING AREAS AND 1" BELOW FINAL GRADE IN TURF
AREAS.

2. ADJUST CONTOURS TO ACHIEVE POSITIVE DRAINAGE AWAY FROM
BUILDINGS.  PROVIDE UNIFORM ROUNDING AT TOP AND BOTTOM
OF SLOPES AND OTHER BREAKS IN GRADE.  CORRECT 
IRREGULARITIES AND AREAS WHERE WATER MAY STAND.

3. ALL LAWN AREAS TO RECEIVE SOLID SOD SHALL BE LEFT IN A 
MAXIMUM OF 1" BELOW FINAL FINISH GRADE.  CONTRACTOR TO
COORDINATE OPERATIONS WITH ON-SITE CONSTRUCTION 
MANAGER.

4. CONTRACTOR TO COORDINATE WITH ON-SITE CONSTRUCTION
MANAGER FOR AVAILABILITY OF EXISTING TOPSOIL.

5. PLANT SOD BY HAND TO COVER INDICATED AREA COMPLETELY.
INSURE EDGES OF SOD ARE TOUCHING.  TOP DRESS JOINTS BY
HAND WITH TOPSOIL TO FILL VOIDS.

6. ROLL GRASS AREAS TO ACHIEVE A SMOOTH, EVEN SURFACE, FREE
FROM UNNATURAL UNDULATIONS.

7. WATER SOD THOROUGHLY AS SOD OPERATION PROGRESSES.

8. CONTRACTOR SHALL MAINTAIN ALL LAWN AREAS UNTIL FINAL 
ACCEPTANCE.  THIS SHALL INCLUDE, BUT NOT LIMITED TO:  
MOWING, WATERING, WEEDING, CULTIVATING, CLEANING AND 
REPLACING DEAD OR BARE AREAS TO KEEP PLANTS IN A 
VIGOROUS, HEALTHY CONDITION.

9. CONTRACTOR SHALL GUARANTEE ESTABLISHMENT OF AN 
ACCEPTABLE TURF AREA AND SHALL PROVIDE REPLACEMENT 
FROM LOCAL SUPPLY IF NECESSARY.

10. IF INSTALLATION OCCURS BETWEEN SEPTEMBER 1 AND MARCH 1,
ALL SOD AREAS TO BE OVER-SEEDED WITH WINTER RYEGRASS, AT
A RATE OF (4) POUNDS PER ONE THOUSAND (1000) SQUARE FEET.

1. CONTRACTOR SHALL VERIFY ALL EXISTING AND PROPOSED SITE
ELEMENTS AND NOTIFY ARCHITECT OF ANY DISCREPANCIES.
SURVEY DATA OF EXISTING CONDITIONS WAS SUPPLIED BY OTHERS.

2. CONTRACTOR SHALL LOCATE ALL EXISTING UNDERGROUND
UTILITIES AND NOTIFY ARCHITECT OF ANY CONFLICTS.
CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING IN THE
VICINITY OF UNDERGROUND UTILITIES.

3. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL REQUIRED
LANDSCAPE AND IRRIGATION PERMITS.

4. CONTRACTOR TO PROVIDE A MINIMUM 2% SLOPE AWAY FROM ALL
STRUCTURES.

5. ALL PLANTING BEDS AND LAWN AREAS TO BE SEPARATED BY STEEL
EDGING.  NO STEEL TO BE INSTALLED ADJACENT TO SIDEWALKS OR
CURBS.

6. ALL LANDSCAPE AREAS TO BE 100% IRRIGATED WITH AN
UNDERGROUND AUTOMATIC IRRIGATION SYSTEM AND SHALL
INCLUDE RAIN AND FREEZE SENSORS.

7. ALL LAWN AREAS TO BE SOLID SOD BERMUDAGRASS, UNLESS
OTHERWISE NOTED ON THE DRAWINGS.

1. FINE GRADE AREAS TO ACHIEVE FINAL CONTOURS INDICATED ON CIVIL
PLANS.

2. ADJUST CONTOURS TO ACHIEVE POSITIVE DRAINAGE AWAY FROM 
BUILDINGS.  PROVIDE UNIFORM ROUNDING AT TOP AND BOTTOM OF 
SLOPES AND OTHER BREAKS IN GRADE.  CORRECT IRREGULARITIES 
AND AREAS WHERE WATER MAY STAND.

3. ALL LAWN AREAS TO RECEIVE SOLID SOD SHALL BE LEFT IN A MAXIMUM
OF 1" BELOW FINAL FINISH GRADE.  CONTRACTOR TO COORDINATE 
OPERATIONS WITH ON-SITE CONSTRUCTION MANAGER.

4. IMPORTED TOPSOIL SHALL BE NATURAL, FRIABLE SOIL FROM THE 
REGION, KNOWN AS BOTTOM AND SOIL, FREE FROM LUMPS, CLAY, 
TOXIC SUBSTANCES, ROOTS, DEBRIS, VEGETATION, STONES, 
CONTAINING NO SALT AND BLACK TO BROWN IN COLOR.

5. ALL LAWN AREAS TO BE FINE GRADED, IRRIGATION TRENCHES 
COMPLETELY SETTLED, AND FINISH GRADE APPROVED BY THE OWNER'S
CONSTRUCTION MANAGER OR ARCHITECT PRIOR TO INSTALLATION.

6. ALL ROCKS 3/4" DIAMETER AND LARGER, DIRT CLODS, STICKS, 
CONCRETE SPOILS, ETC. SHALL BE REMOVED PRIOR TO PLACING 
TOPSOIL AND ANY LAWN INSTALLATION

7. CONTRACTOR SHALL PROVIDE (1") ONE INCH OF IMPORTED TOPSOIL ON
ALL AREAS TO RECEIVE LAWN.

GENERAL LAWN NOTES

BOTANICAL NAME

Ulmus crassifolia
Lagerstroemia indica
Quercus virginiana

COMMON NAME

Cedar Elm

Crepe Myrtle

Live Oak

SIZE

3" cal.

6' ht.

3" cal.

PLANT MATERIAL SCHEDULE

REMARKS

B&B, 13' ht., 5' spread min., 5' clear trunk

container, 3-5 trunks, 4' spread min.,tree form

container, 14' ht., 6' spread, 5' clear straight trunk

QTY

9

17

3

TREES

SHRUBS

GROUNDCOVERS
BOTANICAL NAME

Trachelospermum asiaticum
Cynodon dactylon '419'

COMMON NAME

Asian Jasmine

'419' Bermudagrass

SIZE

1 gal.

REMARKS

container, 5- 12" runners min., 12" o.c.

Solid Sod refer to notes

TYPE

CE

CM

LO

QTY

836

TYPE

AJ

BOTANICAL NAME

Ilex cornuta "Needlepoint'

COMMON NAME

Needlepoint Holly

SIZE

5 gal.

REMARKS

container, 24" ht., 20" spread

QTY.

98

TYPE

NPH

NOTE:  Plant list is an aid to bidders only.  Contractor shall verify all quantities on plan.  All heights and spreads are minimums.  All plant

material shall meet or exceed remarks as indicated.  All trees to have straight trunks and be matching

within varieties.

LANDSCAPE ARCHITECT

STUDIO GREEN SPOT, INC.

1333 W. McDERMOTT DR.

ALLEN, TEXAS 75013

(469) 369-4448

CHRIS@STUDIOGREENSPOT.COM

LANDSCAPE TABULATIONS

Street yard Landscape-

(Street yard area 31,737s.f.)

Requirement:

15% of street yard to be landscape area.  (10) 3" caliper trees plus (1) tree per 2000 s.f. of

street yard over 10,000 s.f. (2) 6' ht. ornamental trees per may be substituted for 3" caliper

trees. Not more that 

1

2

 of the required trees can be ornamental trees.

(1) shrub per 50 s.f. of required street yard and 10% of required street yard area to be

ground cover.

Required

4,760 s.f.  (15%)

(21) trees, 3" cal.

(96) shrubs, 5 gal.

(476) s.f. of groundcover

Parking lot  (121 spaces)

Requirement:  90 s.f. of landscape area for every 12 parking spaces

Required

908 s.f.

Provided

4,810 s.f.  (15%)

(12) trees, 3 cal.

(17) ornamental trees, 6' ht.

(98) shrubs, 5 gal.

(836) s.f. of groundcover

Provided

1,078 s.f.

LAWN REPAIR NOTES
1. ALL LAWN AREAS DAMAGED DURING CONSTRUCTION TO BE

REPAIRED WITH SOLID SOD AND RAKED FREE OF DEBRIS.

2. ADJUST DAMAGED AREAS TO ACHIEVE POSITIVE DRAINAGE AWAY
FROM BUILDINGS.  PROVIDE UNIFORM ROUNDING AT TOP AND
BOTTOM OF SLOPES AND OTHER BREAKS IN GRADE.  CORRECT
IRREGULARITIES AND AREAS WHERE WATER MAY STAND.

3. ALL AREAS TO BE REPAIRED MUST BE PLANTED BY HAND TO COVER
AREA COMPLETELY.  INSURE EDGES OF SOD ARE TOUCHING.  TOP
DRESS JOINTS BY HAND WITH COMPOST TO FILL VOIDS.

4. ROLL REPAIRED AREAS TO ACHIEVE A SMOOTH, EVEN SURFACE,
FREE FROM UNNATURAL UNDULATIONS.

CITY COMMENTS   01.15.2018

PLAN SITE   06.12.2018
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LANDSCAPE ARCHITECT

STUDIO GREEN SPOT, INC.

1333 W. McDERMOTT DR.

ALLEN, TEXAS 75013

(469) 369-4448

CHRIS@STUDIOGREENSPOT.COM

6"

2X DIAMETER
OF ROOTBALL

01

TREE PLANTING DETAIL

NOT TO SCALE

4'-
5' 

MT
G.

 H
T.

6"

(3) METAL T-POST PAINTED
GREEN TRIANGULAR SPACING.

NOTE:  LOCATE STAKES OUTSIDE
OF TREE WELL.  POSITION STAKES
TO SECURE TREE AGAINST SEASONAL
PREVAILING WINDS.

NATIVE SOIL, REF. SPECIFICATIONS

6"

FINISH GRADE SCARIFY SIDES

CRUSHED ROCK

2" LAYER MULCH, REF. SPECIFICATIONS

REFERENCE PLAN FOR TREE TYPE

DO NOT CUT CENTRAL LEADER

2 STRANDS NO. 12 GAUGE
GALVANIZED WIRE, TWISTED

RUBBER HOSE

2" HIGH WATERING RING

4" DIA. PERFORATED
PVC PIPE W/ CAP
PAINTED BLACK

ROOTBALL, DO NOT DISTURB.  TOP
OF ROOTBALL TO BE SET 1" ABOVE
EXISTING GRADE.  REMOVE TOP 1/3 BURLAP.

1/2" MINIMUM BETWEEN TOP OF MULCH
AND TOP OF CONCRETE

1/2" MAXIMUM

SIDEWALK

PREPARED SOIL MIX
PER SPECIFICATIONS

SHRUBS AND GROUNDCOVER
REFER TO PLANS FOR PLANT TYPES

MULCH PER SPECIFICATIONS

PREPARED SOIL MIX
PER SPECIFICATIONS

1/8" X 4" GREEN STEEL EDGING
WITH STAKES

03

SIDEWALK / MULCH DETAIL

NOT TO SCALE

04

STEEL EDGING DETAIL

NOT TO SCALE

no steel along sidewalks

NOTE:  NO STEEL EDGING TO BE INSTALLED
ALONG SIDEWALKS

LAWN

SHRUBS AND GROUNDCOVER
REFER TO PLANS FOR PLANT TYPES

PREPARED SOIL MIX PER SPECS.
6" MIN. OF PREPARED SOIL MIX
TILLED INTO EXISTING SOIL TO
A DEPTH OF 6"

2" LAYER OF SPECIFIED BARK MULCH

ROOTBALL, DO NOT DISTURB

NOTE:  POCKET PLANTING NOT
ALLOWED

FINISH GRADE

REF. PLAN FOR SHRUB TYPE

05

SHRUB PLANTING DETAIL

NOT TO SCALE

SPACING PER
PLANT LIST6"

NATIVE SOIL

PREPARE GROUNDCOVER
BED BY TILLING ENTIRE BED

AREA.  PROVIDE SOIL MIX
AS DEFINED IN THE LANDSCAPE

SPECIFICATIONS

2" MULCH DOUBLE SHREDDED HARDWOOD
MULCH IN BED PRIOR TO

PLANTING GROUNDCOVER/ANNUALS.

12" MIN
EDGE OF BED

DD
D

A

A

PLANT ROW SPACING 'D'    ROW SPACING 'A'   PLANTS/10SF
8"   O.C.
12" O.C.
15" O.C.
18" O.C.

6.9"
10.4"
13.0"
15.7"

26
12
7
5

A  =  ROW SPACING
B  =  ON CENTER SPACING

SPACE PLANTS IN A TRIANGULAR
PATTERNAS SHOWN, SPACED EQUALLY

FROM EACHOTHER AT SPACING
INDICATED ON PLANT LIST.

02

GROUNDCOVER PLANTING DETAIL

NOT TO SCALE



Fuller Addition

Plat Rec. Vol. 388-11, Page 4

1

Now or Formerly:

David V. & Cindy L. Eteaki, Etux

Volume 10624 Page 2032

APN: 14890--1

Observed Use: Residential

2

Now or Formerly:

Sarah S. Chandler

Volume 12219 Page 1355

APN: 14890--2

Use: Residential

3

Now or Formerly:
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Now or Formerly:

Bruce G. Kryzer II

Instrument # D204398771
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Use: Residential
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Now or Formerly:
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Use: Residential
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7-R

Now or Formerly:

Hoodbro Enterprises, Inc.

Instrument # D204238336
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Use: Commercial

Now or Formerly:

Michael & Linda Hill

Instrument # D207073565
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Use: Commercial
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4" SLEEVE

Bubbler Valve--See
Chart for Pipe Sizing

DRIP
VALVE

2.9
1"

18.3
1"

15.3
1"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

4" SLEEVE

1.5"

15.2

1.5"

CONNECT TO EXISTING
 IRRIGATION MAIN LINE

THE IRRIGATION CONTRACTOR IS RESPONSIBLE
FOR LOCATING AND CAPPING THE EXISTING IRRIGATION MAIN
LINE AND VALVE WIRES PRIOR TO THE START OF ANY CONSTRUCTION.
THE NEW IRRIGATION SHALL CONNECT TO THE EXISTING SYSTEM AND ALL
EXISTING IRRIGATION THAT WAS NOT REPLACED IS TO OPERATE PROPERLY.
THE EXISTING IRRIGATION CLOCK AND DOUBLE CHECK IS TO BE REPLACED
AS PART OF THIS PROJECT.  THE IRRIGATION CONTRACTOR IS RESPONSIBLE
FOR BRING ANY ISSUES WITH THE EXISTING IRRIGATION SYSTEM TO THE
ATTENTION OF THE OWNER AND IRRIGATION DESIGNER PRIOR TO THE START
OF CONSTRUCTION.

4" SLEEVE

1

8

6

7

1"

STATION CONTROLLER WITH
APPROVED RAIN/FREEZE SENSOR
VERIFY SIZE AND LOCATION

16.7
3 1"

21.3
2 1"

1" WATER METER WITH 1" D.C.A.
TO INCLUDE WYE STRAINER, ISOLATION VALVE,
MASTER VALVE, AND PRESSURE REGULATOR
VERIFY SIZE AND LOCATION 25.6

4 1"1"

1.25"

1.25"

1"

1"

1"

1/2"
3/4"

1/2"

1/2"

1/2"

1/2"

1/2"
1/2"

1/2"

1/2"1/2"

1/2"
1/2"

1/2"
1/2"

1/2"

1/2"

1/2"

1/2"

1/2"

1/2"
1/2"

1/2"

3/4"

3/4"
3/4"

3/4"

3/4"
3/4"

3/4"

3/4"

3/4" 3/4"
3/4"

3/4"3/4"

3/4"

1"

1"
1"1"

1"1"

2" SLEEVE

25.6
5 1"

4" SLEEVE

4" SLEEVE
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06.12.2018

LANDSCAPE ARCHITECT

STUDIO GREEN SPOT, INC.

1333 W. McDERMOTT DR.

ALLEN, TEXAS 75013

(469) 369-4448

CHRIS@STUDIOGREENSPOT.COM

IRRIGATION LEGEND

1-5   BUBBLERS - 1/2" PIPE

21-30 BUBBLERS - 1 1/4" PIPE

31-40 BUBBLERS - 1 1/2" PIPE

11-20 BUBBLERS - 1" PIPE

6-10 BUBBLERS - 3/4" PIPE

BUBBLER PIPING CHART

· ALL IRRIGATION EQUIPMENT TO BE LOCATED NO CLOSER
THAN 4" TO ANY PAVEMENT AND / OR STRUCTURE

· ELECTRICAL SPLICES AT EACH VALVE AND CONTROLLER ONLY.

· IRRIGATION IN TEXAS IS REGULATED BY THE
TEXAS COMMISSION ON ENVIRONMENTAL QUALITY (TECQ)
MC-178 / P.O. BOX 13087
AUSTN, TEXAS 78711-3087
WWW.TECEQ.STATE.TX.US

TCEQ 2009 NOTES

PCZ / ICZ
HUNTER

(18" LATERAL SPACING, 12" EMITTER SPACING)
HUNTER PLD0612

PVC LATERAL PIPING SIZED AS REQUIRED
INSTALL ALL EQUIPMENT ACCORDING TO
MANUFACTURERS SPECIFICATIONS

1. DRIP IRRIGATION EQUIPMENT NUMBERS REFERENCE RAINBIRD
EQUIPMENT CATALOG UNLESS OTHERWISE NOTED.

2. LANDSCAPE CONTRACTOR SHALL BE REQUIRED TO SUPPLY
OWNER'S CONSTRUCTION MANAGER WITH ALL EQUIPMENT
SPECIFICATIONS AND MAINTENANCE GUIDELINES.

3. LANDSCAPE CONTRACTOR SHALL BE REQUIRED TO FOLLOW
MANUFACTURER'S SPECIFICATIONS AND INSTALLATION GUIDELINES
FOR DRIP SYSTEM.

4. PRESSURE COMPENSATING EMITTERS SHALL BE: MULTIOUTLET RAIN
BUG EM6-M101, MULTI OUTLET SHRUB BUG EMT6-M101 OR
APPROVED EQUAL. (1 PER EVERY 6  - 4" POTS)

5. SINGLE OUTLET PRESSURE COMPENSATING EMITTERS SHALL BE:
RAIN BUG EMITTERS EM-MO5, -M10, -M20 AND SHRUB BUG EMITTERS
EMT-M10, -M20 OR APPROVED EQUAL. (1 PER EACH 1 OR 5 GAL
PLANT)

6. DRIP PRESSURE REGULATORS SHALL BE: PSI-HLA-15, PSI-HLA-20,
PSI-HMB-20, PSI-HMB-25 OR APPROVED EQUAL.

7. Y-FILTERS SHALL BE: RBY-075-200, RBY-100-200  OR APPROVED
EQUAL.

8. MAIN IRRIGATION TUBING SHALL BE:RBT-150P,RBT-160V OR
APPROVED EQUAL.

9. EMITTER DISTRIBUTION TUBING SHALL BE:  RBT-150P, RBT-160V OR
APPROVED EQUAL.

10. SUBTERRANEAN EMITTER BOX SHALL BE:  SEB-6 OR APPROVED
EQUAL.

11. DRIP SYSTEM PIPING ONLY OCCURS WITHIN SHRUB / GROUNDCOVER
BEDS AND ROCK MULCH AREAS.  PIPING SHALL BE A MAXIMUM 4"
DEPTH AND A MINIMUM 2" DEPTH.

12. CONTRACTOR SHALL VERIFY THAT ALL DRIP SYSTEM VALVES AND
SPRAY SYSTEM VALVES ARE SECTIONED SEPARATELY ON
CONTROLLER.

DRIP IRRIGATION NOTES
IRRIGATION NOTES

Hunter PROS-04  4" Pop-up Spray Head with a Plastic MPR Nozzle

Multi-Stream Bubbler Nozzle on Hunter SRS-06 Pop-up Spray head

PVC CLASS 200 LATERAL LINE

WATER METER, SIZE AS INDICATED

Hunter I-Core series Controller with Hunter Solar Sync Sensor

PVC SCHEDULE 40 SLEEVING

PVC CLASS 200 MAINLINE

D.C.A., SIZE AS INDICATED

Turf-Hunter PGV-S series Control Valves

Hunter PROS-12 12" Pop-up Spray Head with a Plastic MPR Nozzle

GPM

VALVE SIZE

Hunter PGJ-04 Rotors for spacing under 30'

Hunter PGP-04 Rotors for spacing over 30'

Drip-Hunter PCZ-101-40 Drip Zone Control Kit with Valve, Basket Filter, and Pressure Regulator

to Include Wye Strainer, Isolation Valve, Master Valve, and Pressure Regulator

1. ALL SPRINKLER EQUIPMENT NUMBERS REFERENCE THE HUNTER
EQUIPMENT CATALOG UNLESS OTHERWISE INDICATED.

2. LAWN SPRAY HEADS ARE SRS-04 INSTALLED AS PER DETAIL SHOWN.

3. SHRUB SPRAY HEADS ARE SRS-12 INSTALLED AS PER DETAIL
SHOWN.

4. ELECTRIC CONTROL VALVES SHALL BE HUNTER PGV-S SERIES
INSTALLED PER DETAIL SHOWN.  SIZE VALVES AS SOWN ON PLAN.
VALVES SHALL BE INSTALLED IN VALUE BOXES LARGE ENOUGH TO
PERMIT MANUAL OPERATION, REMOVAL OF SOLENOID AND/OR VALVE
COVER WITHOUT ANY EARTH EXCAVATION.

5. QUICK COUPLING VALVES SHALL BE HQ-44-LRC-AW INSTALLED PER
DETAIL SHOWN.  SWING JOINTS SHALL BE CONSTRUCTED USING 1"
SCHEDULE 80 ELBOWS.  CONTRACTOR SHALL SUPPLY OWNER WITH
THREE (3) HK COUPLERS AND THREE (3) #10 SWIVEL HOSE ELLS AS
PART OF THIS CONTRACT.

6. AUTOMATIC CONTROLLER SHALL BE INSTALLED AT LOCATION
SHOWN.  POWER (120V) SHALL BE LOCATED IN A JUNCTION BOX
WITHIN FIVE (5') FEET OF CONTROLLER LOCATION BY OTHER TRADES.

7. ALL 24 VOLT VALVE WIRING IS TO BE UF 14 SINGLE CONDUCTOR.  ALL
WIRE SPLICES ARE TO BE PERMANENT AND WATERPROOF.

8. SLEEVES SHALL BE INSTALLED BY GENERAL CONTRACTOR.   SLEEVE
MATERIAL SHALL BE SCHEDULE 40. SIZE AS INDICATED ON PLAN.

9. TEN DAYS PRIOR TO START OF CONSTRUCTION, LANDSCAPE OR
IRRIGATION CONTRACTOR SHALL VERIFY STATIC WATER PRESSURE.
IF STATIC PRESSURE IS LESS THAN 65 P.S.I., DO NOT WORK UNTIL
NOTIFIED TO DO SO BY OWNER.

10. ALL MAIN LINE AND LATERAL PIPING TO A MINIMUM OF 12 INCHES OF
COVER.  ALL PIPING UNDER PAVING SHALL HAVE A MINIMUM OF 18"
OF COVER.

11. THE IRRIGATION CONTRACTOR SHALL COORDINATE INSTALLATION
OF THE SYSTEM WITH THE LANDSCAPE CONTRACTOR SO THAT ALL
PLANT MATERIAL WILL BE WATERED IN ACCORDANCE WITH THE
INTENT OF THE PLANS AND SPECIFICATIONS.

12. THE IRRIGATION CONTRACTOR SHALL SELECT THE PROPER ARC AND
RADIUS FOR EACH NOZZLE TO INSURE 100% AND PROPER
COVERAGE OF ALL LAWN AREAS AND PLANT MATERIAL.  ALL
NOZZLES IN PARKING LOT ISLANDS AND PLANTING BEDS SHALL BE
LOW ANGLE TO MINIMIZE OVER SPRAY ON PAVEMENT SURFACES.
NO WATER WILL BE ALLOWED TO SPRAY ON BUILDING.

Drip-Hunter PCZ-101-40 Drip Zone Control Kit with 

 Valve, Basket Filter, and Pressure Regulator

Drip Zones 20 gallon and less

Drip-Hunter ICZ-151-40 Drip Zone Control Kit with 

 Valve, Basket Filter, and Pressure Regulator

Drip Zones 20 gallon and or more

IRRIGATION CONTRACTOR NOTES
IRRIGATION SUBCONTRACTOR TO FLAG EXISTING

IRRIGATION IN THE FIELD

AND SHALL INCLUDE BUT NOT LIMITED TO: HEADS, VALVES,

QUICK COUPLERS, MAINLINE ETC.

CONTRACTOR SHALL MAINTAIN INTEGRITY OF EXISTING

SYSTEM AND SHALL INCLUDE IN BID: MATERIALS, LABOR,

ETC. TO REPAIR EXISTING SYSTEM.

ALL EXISTING MAINLINE SHALL BE LOCATED AND CAPPED

WHERE NECESARY.

EXISTING IRRIGATION SHALL BE MODIFIED TO PROVIDE 100%

COVERAGE OF

NEW AREAS CONSTRUCTED.

4.

3.

2.

1.

IRRIGATION REPAIR SPECIFICATIONS
1. CONTRACTOR SHALL PERFORM SITE VISIT PRIOR TO BIDDING AND

CONSTRUCTION, TO REVIEW EXTENT OF EXISTING IRRIGATION
SYSTEM.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING CONDITIONS
OF EXISTING IRRIGATION SYSTEM.  CONTRACTOR SHALL BE
RESPONSIBLE FOR MAINTAINING THE INTEGRITY OF EXISTING
IRRIGATION WHERE POSSIBLE, AND IF NOT, REPAIR AS NEEDED,
INCLUDING BUT NOT LIMITED TO IRRIGATION CONTROLLER, METER,
SLEEVING, ETC.

CITY COMMENTS 01.15.2018

CITY COMMENTS 02.19.2018

VALVE NUMBER

CITY COMMENTS 03.12.2018

Including Rain and Freeze Sensor

SITE PLAN 06.12.2018
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01.15.2018

LANDSCAPE ARCHITECT

STUDIO GREEN SPOT, INC.

1333 W. McDERMOTT DR.

ALLEN, TEXAS 75013

(469) 369-4448

CHRIS@STUDIOGREENSPOT.COM

02.19.2018

IRRIGATION SPECIFICATIONS

L.4

FOR APPROVAL   11.01.2017

CITY COMMENTS 01.15.2018

CITY COMMENTS 02.19.2018
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01.15.2018

LANDSCAPE ARCHITECT

STUDIO GREEN SPOT, INC.

1333 W. McDERMOTT DR.

ALLEN, TEXAS 75013

(469) 369-4448

CHRIS@STUDIOGREENSPOT.COM

REGULATOR: 25 or 40 PSI

18-24" COILED WIRE

WATERPROOF CONNECTORS (2)

JUMBO VALVE BOX

DRIP ZONE KIT
MODEL PCZ-101-XX
TIP FILTER 45 DEGREES

SCH 80 T.O.E. NIPPLE
MAIN LINE PIPE & FITTINGS
BRICK SUPPORTS (4)

3/4" MINUS WASHED GRAVEL

FINISH GRADE

PVC SLIP UNIONS

PVC TEE (SxSxT)

PVC PIPING

BLANK Techline
TUBING

Techline 3/4"
MALE ADAPTER

FINISH GRADE

6" ROUND
VALVE BOX

AIR / VACUUM
RELIEF VALVE

3/4"M x 1/2"F REDUCTION
BUSHING

Techline 180 2-WAY
ADAPTER TEE

BRICK SUPPORTS
(THREE)

3/4" CRUSHED
GRAVEL SUMP

Techline TUBING

FINISH GRADE

SEE PLANS FOR
DIMENSION

Techline TUBING

BACKFILLED TRENCH
(FREE OF DEBRIS)

PVC LATERAL LINE, 45° ELL
 TO REQ'D DEPTH
6" VALVE BOX EXTENSIONS

MAINLINE

 AS REQ'D

WATERPROOF WIRE CONNECTIONS

1" DIA. WIRE COIL - 24" LONG

FINISH GRADE

10" ROUND ARMOR (AMETEK) VALVE 

 ABOVE FINISH GRADE
 BOX W/ GREEN LID SET 1/4" 

04

WALL MOUNTED CONTROLLER

NOT TO SCALE

06

REMOTE CONTROL VALVE

NOT TO SCALE

OUTLET TEE OR ELBOW

S X S X T PVC 

CLASS 200 PVC

03

POP-UP LAWN SPRAY ASSEMBLY

NOT TO SCALE

SPECIFIED SPRAY

1/2" X 6" POLY NIPPLE

FINISH GRADE

01

ROTARY HEAD

NOT TO SCALE

2"

02

HIGH POP-UP SPRAY ASSEMBLY

NOT TO SCALE

LATERAL PIPING

FINISH GRADE SIDEWALK OR CURB

ROTARY HEAD

SWING JOINT

SCHEDULE 40 PVC STREET ELL

FLEXIBLE PVC

(S X MPT)

(LENGTH AS REQUIRED)

SPECIFIED SPRAY NOZZLE AND BODY

CLASS 200 PVC LATERAL LINE

S X S X T PVC SCHEDULE 40 PVC

MALE ADAPTER (MIPT X S)
OUTLET TEE OR ELL

FINISHED GRADE

RIGID STEEL CONDUIT (SAME SIZE AS

STEEL SPLICE BOX WITH FRONT ACCESS PANEL

CONDUIT BELOW GRADE)  CONDUIT SHALL

TO FLUSH OUTLET BEHIND CONTROLLER
HARD WIRE 117 VOLT A.C. POWER TO

BE PLUMB.

STEEL SWEEP ELL

FLOOR OR GRADE
RIGID STEEL CONDUIT BELOW

FINISH FLOOR

STEEL COUPLING (AS REQUIRED)

1 1/4" RIGID STEEL CONDUIT

KEYED LOCK OR PADLOCK

STEEL MALE CONNECTOR

CONTROLLER AS SPECIFIED

PVC LINE PER SPECIFICATIONS

10" DEPTH for Testing and Repair
UTILITY GRAVEL (1/2" - 3/4" DIA.),

05

BACKFLOW PREVENTER

NOT TO SCALE

FLOW

CHECK VALVE, LINE SIZE

MAIN FROM SOURCE PER 
CITY REQUIREMENT

MASTER VALVE
FEBCO MODEL 805 DOUBLE

TO IRRIGATION SYSTEMS

(AS REQUIRED)
ADAPT INLET AND OUTLET

VALVE BOX AND LID
FINISH GRADE

UTILITY GRAVEL 

 NOZZLE & BODY

LATERAL LINE

SCHEDULE 40

MOUNT @ 4'-4" HT.=/-

3/4" MINUS WASHED

10

DRIP CONTROL VALVE

NOT TO SCALE
08

TechLine START CONNECTION

NOT TO SCALE 09

TechLine TRENCHING

NOT TO SCALE
07

TechLine AIR/VACUUM RELIEF

NOT TO SCALE

02.19.2018

IRRIGATION DETAILS

L.5

FOR APPROVAL   11.01.2017

CITY COMMENTS 01.15.2018

CITY COMMENTS 02.19.2018

· ALL IRRIGATION EQUIPMENT TO BE LOCATED NO CLOSER
THAN 4" TO ANY PAVEMENT AND / OR STRUCTURE

· ELECTRICAL SPLICES AT EACH VALVE AND CONTROLLER ONLY.

· IRRIGATION IN TEXAS IS REGULATED BY THE
TEXAS COMMISSION ON ENVIRONMENTAL QUALITY (TECQ)
MC-178 / P.O. BOX 13087
AUSTN, TEXAS 78711-3087
WWW.TECEQ.STATE.TX.US
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01.15.2018

LANDSCAPE ARCHITECT

STUDIO GREEN SPOT, INC.

1333 W. McDERMOTT DR.

ALLEN, TEXAS 75013

(469) 369-4448

CHRIS@STUDIOGREENSPOT.COM

LF

2" TO 4" FROM EDGE

MANUAL LINE FLUSHING VALVE
PLUMBED TO PVC OR POLY

PERIMETER LATERALS

PVC OR POLY EXHAUST HEADER

AREA PERIMETER

CONNECTION
Techline START

MALE ADAPTER

PVC OR POLY SUPPLY HEADER

REMOTE CONTROL

FILTER AND PRV
VALVE WITH DISC

® 

FINISH GRADE

VALVE BOX
SEE SPECS.

BRICK SUPPORTS
(THREE)

3/4" GRAVEL SUMP
(1 CUBIC FOOT)

SEE
SPECS

Techline 17mm TUBING

LINE FLUSHING
VALVE F-TLFV-1

(PROVIDED)
COMPRESSION RING

1"

WIRING

INTERVALS. 

TAPE & BUNDLE 
MAINLINE LATERAL

SPEC.
REF

14

SLEEVE DETAIL

NOT TO SCALE

PAVEMENTSCHEDULE 40
90 ELBOW

PVC PIPE

PVC CAP

PAVEMENT AND SLEEVE
18" COVER BETWEEN

SIZE AS NEEDED
SCHEDULE 40 PVC,

13

TRENCH DETAIL

NOT TO SCALE

18
" O

R 
24

"

12
"

WIRING AT 10'-0"

11

TechLine CV END FEED LAYOUT

NOT TO SCALE

12

TechLine LINE FLUSHING VALVE

NOT TO SCALE

02.19.2018

IRRIGATION DETAILS

L.6

FOR APPROVAL   11.01.2017

CITY COMMENTS 01.15.2018

CITY COMMENTS 02.19.2018

AutoCAD SHX Text
Techline® CV TUBINGCV TUBING




